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About ODSEL

Resim

ODSEL Elektronik San. Tic. A.Ş., located in Manisa Industrial 
Zone, focuses its design an production experience on LED 
lighting products. ODSEL manages the entire product devel-
opment life cycle of its LED products thanks to its internal R&D, 
SMT assembly machinery, quality control, Final assembly Lines 
and custom test fixtures

Most energy saving product award
– 2011 most energy saving product award with 90 lm/watt efficiency

– 2013 most efficient commercially available product with

130 lm/watt efficiency

Product line
512 types of LED Tubes, LED Lamps, LED Luminaires

Quality assurance
ODSEL LED products go through rigorous test cycles of life test, safety,

EMC and ISO9001 compliant manufacturing process.

Professional lighting planning services
ODSEL engineers use Dialux to design the lighting plan for your projects 

free of charge.

Field solutions
ODSEL provides turn key solutions for retrofit and brand new applications 

with its experienced service and installation tems

ODSEL



Power saving
80% power savings compared to Halogen and Incandescent

alternatives 50% power savings compared to Fluorescent
alternatives Reduces Carbon footprint by 50%

Long lasting
All ODSEL products are designed to be hassle free,

long lasting products.
Standard Warranty:

2 Year for LED Lamps

3 Years for LED Tubes

3 Years for LED Luminaires

Luminaires without glare control will 
cause annoyance, discomfort and loss 
in visual performance

Low CRI Led Lamps causing weak
color rendering

Resim 1 Resim 2 Resim 3

Fabrikadan 1 resim
close up

Productivity increase
Hawthorne experiments investigates effects of lighting on human 

physiology and psychology. Improved lighting levels can reduce  

errors and accidents by 30% and increase productivity by 15%.

Visual comfort
ODSEL LED solutions will improve your work environment with

high luminous flux and true color reflection with high CRI values.

ODSEL LED products are designed for low glare without

compromising luminous intensity.

ODSEL LED Lamps providing correct
color rendering

ODSEL
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IP67 Midi Waterproof LED Luminaire

Features

• Industrial sleek waterproof design

• IP67

• Up to 5000 lm

• Up to %50 energy saving

• Active PFC >0.9

• Shock proof PC front body

• H05SSF input cable

• EN60598 certified

• 3000K, 4000K, 6500K, CRI >80

• Min 50.000 on/off cycles

Applications

• Factory, storage areas, carpark,

cold storage

Options

• 2700K, 5700K

IK08 IP67 850°C

Dimensions

Light Distributions

Operating 
Temp.

Light
Flux A B

Input
Voltage V Power PFC

Life
Hrs

Product
ID

ODSEL

C Weight
Dimensions

A

C
B

2007-118 220-240V 9.0W 0.90 50.000 -30C  +40C 1000LM 660 65 65 1000gr

2007-236 27.0W 0.95 50.000 -30C  +40C 3500LM 1270 65 65 1600gr

2007-218 14.0W 0.95 50.000 -30C  +40C 1750LM 660 65 65 1000gr

2007-136 17.0W 0.95 50.000 -30C  +40C 2000LM 1270 65 65 1600gr

2007-182 42.0W 0.95 50.000 -30C  +40C 5000LM 1270 65 65 1600gr

220-240V

220-240V

220-240V
220-240V



IP65 Macro Waterproof LED Luminaire

Features

• Up to 150lm/W ultra efficiency

• Easy maintenance with replace-

able Odsel T8 LED Tubes

• IP65 polycarbonate diffuser and

polycarbonate body

• 0.5mm2 halogen free cables

• Up to %50 energy saving

• Active PFC >0.9

• Aluminum heatsink

• Shock proof PC front cover

• EN60598 certified

• 3000K, 4000K, 6500K, CRI >80

• Min 50.000 on/off cycles

Applications

• Factory, storage areas, carpark,

cold storage, low bay areas

Options

• 2700K, 5700K

IK08 IP65 850°C

Dimensions

Light Distributions

ODSEL

A

C
B

Operating 
Temp.

Light
Flux A B

Input
Voltage V Power PFC

Life
Hrs

Product
ID C Weight

2005-118-EC 100-240V 8.5W 0.90 40.000 -30C  +45C 1050LM 660 86

2005-218-EC 100-240V 17.0W 0.90 40.000 -30C  +45C 2000LM 660 106

2005-136-EC 100-240V 18.0W 0.90 40.000 -30C  +45C 2100LM 1270 86

2005-236-EC 100-240V 36.0W 0.95 40.000 -30C  +45C 4000LM 1270 106

2005-158-HL 100-240V 20.0W 0.95 40.000 -30C  +45C     2700LM 1570 86
2005-258-HL 100-240V 40.0W 0.95 40.000 -30C  +45C     5300LM 1570 106

90

90

90

90

90

90

900gr

1600gr

1800gr

2500gr

2000gr

3200gr

Dimensions





2101 High Bay LED Luminaire

Features
• Suitable upto 15m
• Compact high bay luminaire 
• IP65
• Up to %50 energy saving
• Active PFC >0.9
• Aluminum heatsink
• Shock proof PC front cover
• H05SSF input cable
• EN60598 compliant
• 3000K, 4000K, 6500K, CRI >80
• 

Applications
• High bay, high storage racks, 
quality control desks

Options
• 90 CRI
• Custom cable length, connector

IK08 IP65 850°C

Dimensions

Light Distributions

ODSEL

A

C
B2101-196 220-240V 54W 0.90 50.000 -20C  +45C    6900LM 1600 32 54 1100gr

2101-172 220-240V 36W 0.90 -20C  +45C     4600LM 1200 32 54 900gr50.000
2101-272 220-240V 72W 0.90 -20C  +45C     9200LM 1200 97 54 1900gr50.000

Operating 
Temp

Light
Flux A B

Input
Voltage Power PFC

Life
Hours

Product
ID C Weight

Dimensions





Canopy LED Luminaire

Features

• UGR<21 on both axis(XXK version) 

• IP66

• Aluminum injection body

• Advanced glare control with 

PMMA lens(XXF version opaque)

• Up to %65 energy saving

• Active PFC >0.9 and THD < %10

• EN60598 compliant

• 220-240V input voltage range

• 3000K, 4000K, 6500K, CRI >70

• Min 50.000 on/off cycles

Applications

• Fuel Stations, High bay 

Options

• 1-10V dim

• Recessed mounting frame

outer dimensions 400x400mm,

cut-out 348x348mm

IK08 IP66 850°C

Dimensions

Light Distributions

Operating 
Temp.

Light
FluxPower PFC

Life
Hrs

Product
ID

2503-060-XXF 60.0W 0.95 50.000 -30C  +45C 7000LM

ODSEL

Weight

6180gr

2503-075-XXF 75.0W 0.95 50.000 -30C  +45C 8600LM 6180gr

2503-090-XXF 90.0W 0.95 50.000 -30C  +45C 10000LM 6180gr 336mm

336mm 100mm

XXF		           XXK

2503-060-XXK 60.0W 0.95 50.000 -30C  +45C 7000LM 6180gr

2503-075-XXK 75.0W 0.95 50.000 -30C  +45C 8600LM 6180gr

2503-090-XXK 90.0W 0.95 50.000 -30C  +45C 10000LM 6180gr



High Flux Suspended High Bay LED Luminaire

Features

• Suitable up to 15m

• UGR<21 

• IP66

• Aluminum heatsink

• Up to %65 energy saving

• Active PFC >0.9 and THD < %10

• EN60598 compliant

• 220-240V input voltage range

• 3000K, 4000K, 6500K, CRI >80

• Min 50.000 on/off cycles

Applications

• High bay, high storage racks,

exhibition halls, sports hall

Options

• 1-10V dim

ODSEL

IK08 IP66 850°C

Dimensions

Light Distributions

2507-130-060 2507-130-120

2507-130-090 5007-XXX-XXF-045

Hook Height: 40mm

336mm

336mm 100mm

Operating 
Temp.

Light
Flux

Light
Dist. Power PFC

Life
Hrs

Product 
ID

2507-130-045 45 130.0W 0.95 60.000 -30C  +45C 14000LM

Weight

6500gr

2507-130-060 60 130.0W 0.95 60.000 -30C  +45C 14500LM 6500gr

2507-130-090 90 130.0W 0.95 60.000 -30C  +45C 15000LM 6500gr

2507-130-120 120 130.0W 0.95 60.000 -30C  +45C 16000LM 6500gr
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DN Series 24V T8 LED Tubes

Features

•  Up to 2200 lm

• 20-28V input constant voltage

range

• Flicker-free

• %50 energy saving

• Aluminum heatsink

• New generation high efficiency 

LEDs

• Low maintenance costs

• EN62031 certified

• CRI >80

• Min 50.000 on/off cycles

Applications

• Vehicle lighting

• Machine lighting

Options

• Metal ve rotating 26mm dia.

end cap

• 2700K, 5700K A

B

C

 

IK08 IP40 850°C

DN12 Series 1199mm 28mm 355gr1213mm
DN09 Series 893mm 28mm 275gr907mm

     A    C Weight     B

Dimensions

Light Distributions

ODSEL

DN06 Series 589mm 28mm 200gr603mm

DN15 Series 1499mm 28mm 355gr1513mm

Class 
   III

Operating 
Temp

Light
Flux

Front 
Cover

CCTInput
Voltage V Power

Life
Hours

DN Series 1500mm T8 LED Tubes

Product
ID

DN15-360-65T 24V/0.91A 22.5W 40.000 -30C  +45C 2300LM Transparent 6500K

DN15-360-40T 24V/0.91A 22.5W 40.000 -30C  +45C 2300LM Transparent 4000K

DN15-360-30T 24V/0.91A 22.5W 40.000 -30C  +45C 2150LM Transparent 3000K

DN15-360-65F 24V/0.91A 22.5W 40.000 -30C  +45C    2100LM Opaque 6500K

DN15-360-40F 24V/0.91A 22.5W 40.000 -30C  +45C 2100LM Opaque 4000K

DN15-360-30F 24V/0.91A 22.5W 40.000 -30C  +45C     1950LM Opaque 3000K

Operating 
Temp

Light
Flux

Ön 
Kapak

CCTInput
Voltage V Power

Life
Hours

DN Series 1200mm T8 LED Tubes

Product
ID

DN12-300-65T 24V/0.75A 18.0W 40.000 -30C  +45C 2000LM Transparent 6500K

DN12-300-40T 24V/0.75A 18.0W 40.000 -30C  +45C 2000LM Transparent 4000K

DN12-300-30T 24V/0.75A 18.0W 40.000 -30C  +45C 1830LM Transparent 3000K

DN12-300-65F 24V/0.75A 18.0W 40.000 -30C  +45C    1800LM Opaque 6500K

DN12-300-40F 24V/0.82A 18.0W 40.000 -30C  +45C 1800LM Opaque 4000K

DN12-300-30F 24V/0.82A 18.0W 40.000 -30C  +45C     1650LM Opaque 3000K

Operating 
Temp

Light
Flux

Front 
Cover

CCTInput
Voltage V Power

Life
Hours

DN Series 895mm T8 LED Tubes

Product
ID

DN09-225-65T 24V/0.57A 13.5W 40.000 -30C  +45C 1320LM Transparent 6500K

DN09-225-40T 24V/0.57A 13.5W 40.000 -30C  +45C 1320LM Transparent 4000K

DN09-225-30T 24V/0.57A 13.5W 40.000 -30C  +45C 1210LM Transparent 3000K

DN09-225-65F 24V/0.57A 13.5W 40.000 -30C  +45C    1200LM Opaque 6500K

DN09-225-40F 24V/0.57A 13.5W 40.000 -30C  +45C 1200LM Opaque 4000K

DN09-225-30F 24V/0.57A 12.0W 40.000 -30C  +45C     1100LM Opaque 3000K

Operating 
Tempı

Light
Flux

Front 
Cover

CCTInput
Voltage V Power

Life
Hours 

DN Series 590mm T8 LED Tubes

Product
ID

DN06-150-65T 24V/0.38A 9.0W 40.000 -30C  +45C 1000LM Transparent 6500K

DN06-150-40T 24V/0.38A 9.0W 40.000 -30C  +45C 1000LM Transparent 4000K

DN06-150-30T 24V/0.38A 9.0W 40.000 -30C  +45C 915LM Transparent 3000K

DN06-150-65F 24V/0.38A 9.0W 40.000 -30C  +45C    900LM Opaque 6500K

DN06-150-40F 24V/0.38A 9.0W 40.000 -30C  +45C 900LM Opaque 4000K

DN06-150-30F 24V/0.38A 9.0W 40.000 -30C  +45C     825LM Opaque 3000K

Energy
Class

Energy
Class

Energy 
Class

Energy
Class
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9502 Recessed Instep LED Downlight

Features

• Advanced glare control with deep

reflector

• 50.000 hrs L70 performance 

• Flicker-free

• PMMA high efficiency diffuser

• Aluminum body

• Up to %50 energy saving

• 220-240V input voltage

• Active PFC >0.9 and THD < %10

with input filtering circuits

• EN60598 compliant

• 3000K, 4000K, 6500K, CRI >80

• Cut-out diameter Ø205mm

Applications

• General lighting

Options

• 2700K, 5700K

• Custom paint based on 

customer RAL color code

• 1hr, 3hrs emergency kit option

• DALI

IK05 IP40 650°C

Dimensions

Light Distributions

Light
FluxPower

Product
ID

ODSEL

Weight

9502-120 20.0W 1900LM 660gr

232mm

205mm

86mm



9504 Recessed Instep LED Downlight

Features

• Advanced glare control with deep

reflector

• 50.000 hrs L70 performance 

• Flicker-free

• PMMA high efficiency diffuser

• Aluminum body

• Up to %50 energy saving

• 220-240V input voltage

• Active PFC >0.9 and THD < %10

with input filtering circuits

• EN60598 compliant

• 3000K, 4000K, 6500K, CRI >80

• Cut-out diameter Ø180mm

Applications

• General lighting

Options

• 2700K, 5700K

• Custom paint based on 

customer RAL color code

• 1hr, 3hrs emergency kit option

• DALI

IK05 IP40 650°C

Dimensions

Light Distributions

Light
FluxPower

Product
ID

ODSEL

Weight

9504-114 14.0W 1300LM 520gr

9504-110 10.0W 1000LM 520gr

202mm

180mm

85mm



9503 Recessed Instep LED Downlight

Features

• Advanced glare control with deep

reflector

• 50.000 hrs L70 performance 

• Flicker-free

• PMMA high efficiency diffuser

• Aluminum body

• Up to %50 energy saving

• 220-240V input voltage

• Active PFC >0.9 and THD < %10

with input filtering circuits

• EN60598 compliant

• 3000K, 4000K, 6500K, CRI >80

• Cut-out diameter Ø152mm

Applications

• General lighting

Options

• 2700K, 5700K

• Custom paint based on 

customer RAL color code

• 1hr, 3hrs emergency kit option

• DALI

IK05 IP40 650°C

Dimensions

Light Distributions

Light
FluxPower

Product
ID

ODSEL

Weight

9503-114 14.0W 1300LM 360gr

9503-110 10.0W 1000LM 360gr

185mm

152mm

63mm



9401 Recessed Instep LED Downlight

Features

• 50.000 hrs L70 performance 

• IP65

• Aluminum injection body

• IP65 version availaible

• PMMA high efficiency diffuser

• Up to %50 energy saving

• 220-240V input voltage

• Active PFC >0.9 and THD < %10

with input filtering circuits

• EN60598 compliant

• 3000K, 4000K, 6500K, CRI >80

• Cut-out diameter Ø158mm

Applications

• General lighting

Options

• 2700K, 5700K

• Custom paint based on 

customer RAL color code

• 1hr, 3hrs emergency kit option

• DALI

IK05 IP40 650°C

Dimensions

Light Distributions

Light
FluxPower

Product
ID

9401-115 15.0W 1400LM

ODSEL

Weight

760gr
9401-115-IP 15.0W 1400LM 760gr

95mm

178mm

158mm

IP65

IP

IP40

IP65



9102 Series Adjustable Recessed LED Down-

Features

• 50.000 hrs L70 performance 

• Flicker-free

• 15, 24, 36, 48, 60 beam angle

anodized aluminum reflector

• Tempered glass

• Up to %50 energy saving

• 220-240V input voltage

• Active PFC >0.9 and THD < %10

with input filtering circuits

• EN60598 compliant

• 3000K, 4000K, 6500K, CRI >80

• Cut-out diameter Ø158mm

• 30 degree tiltable

Applications

• Accent lighting

Options

• 2700K, 3000K 90CRI,

 Pure White

• Custom paint based on 

customer RAL color code

• 1hr, 3hrs emergency kit option

• DALI

IK05 IP40 850°C

Dimensions

Light Distributions

ODSEL

90mm

15 degree 24 degree

36 degree 48 degree

60 degree

Light
FluxPower

Product
ID

9102-119 20.0W 1950LM

Weight

750gr
9102-130 31.0W 3200LM 750gr

9102-140 37.0W 3700LM 850gr
158mm

178mm



9701 Series Gimbal Recesed LED Downlight

Features

• 50.000 hrs L70 performance

• Flicker-free

• 15, 24, 36, 48 beam angle

anodized aluminum reflector

• Tempered glass

• Aluminum injection body

• Up to %50 energy saving

• 220-240V input voltage

• Active PFC >0.9 and THD < %10

with input filtering circuits

• EN60598 compliant

• 3000K, 4000K, 6500K, CRI >80

• Cut-out diameter Ø180mm

• 85 degree tiltable

Applications

• Accent lighting

Options

• 2700K, 3000K 90CRI,

Pure White

• Custom paint based on

customer RAL color code

• 1hr, 3hrs emergency kit option

• DALI

IK05 IP40 850°C

Dimensions

Light Distributions

ODSEL

15 degree 24 degree

36 degree 48 degree

Light
FluxPower

Product
ID

9701-119 20.0W 1950LM
Weight
1800gr

9701-130 31.0W 3200LM 1800gr

9701-140 37.0W 3700LM 1800gr

180mm

150mm

195mm



9707 Series Square Adjustable Recessed LED Downlight

Features

• 50.000 hrs L70 performance 

• Flicker-free

• 15, 24, 36, 48, 60 beam angle

anodized aluminum reflector

• Tempered glass

• Up to %50 energy saving

• 220-240V input voltage

• Active PFC >0.9 and THD < %10

with input filtering circuits

• EN60598 compliant

• 3000K, 4000K, 6500K, CRI >80 

• 30 degree tiltable

• Cut-out size 180x180mm,

334x180mm, 493x180mm

Applications

• Accent lighting

Options

• 2700K, 3000K 90CRI,

 Pure White

• Pure frame version

• Custom paint based on 

customer RAL color code

• 1hr, 3hrs emergency kit option

• DALI

IK05 IP40 850°C

Dimensions

Light Distributions

ODSEL

15 degree 24 degree

36 degree 48 degree

60 degree

B

A

C

Light
Flux APower

Product
ID

9707-119 20.0W 1950LM 197 197

B Weight

1000gr

Dimensions

95

C

9707-219 40.0W 3900LM 351 197 2000gr95
9707-319 60.0W 5850LM 510 197 3000gr95

9707-130 31.0W 3200LM 197 197 1000gr95
9707-230 62.0W 6400LM 351 197 2000gr95
9707-330 93.0W 9600LM 510 197 3000gr95
9707-140 37.0W 3700LM 197 197 1000gr95



9101 Series Recessed LED Downlight

Features

• 50.000 hrs L70 performance

• Flicker-free

• 15, 24, 36, 48, 60 beam angle

anodized aluminum reflector

• Tempered glass

• Up to %50 energy saving

• 220-240V input voltage

• Active PFC >0.9 and THD < %10

with input filtering circuits

• EN60598 compliant

• 3000K, 4000K, 6500K, CRI >80

• Cut-out diameter Ø130mm

Applications

• Accent lighting

Options

• 2700K, 3000K 90CRI,

Pure White

• Custom paint based on

customer RAL color code

• 1hr, 3hrs emergency kit option

• DALI

IK05 IP40 850°C

Dimensions

Light Distributions

Light
FluxPower

Product
ID

9101-119 20.0W 1950LM

ODSEL

Weight

600gr
9101-130 31.0W 3200LM 600gr

9101-140 36.0W 3700LM 700gr

90mm

147mm

130mm

15 degree 24 degree

36 degree 48 degree

60 degree



6103 Series Up Track Luminaire

Features

• 50.000 hrs L70 performance

• Flicker-free

• Tri-phase selectable rail

connector

• 15, 24, 36, 48, 60 beam angle

anodized aluminum reflector

• Tempered glass

• Up to %50 energy saving

• 220-240V input voltage

• Active PFC >0.9 and THD < %10

with input filtering circuits

• EN60598 compliant

• 3000K, 4000K, 6500K, CRI >80

Applications

• Accent lighting

Options

• 2700K, 3000K 90CRI,

Pure White

• Custom paint based on

customer RAL color code

• 1hr, 3hrs emergency kit option

• DALI

IK05 IP40 850°C

Dimensions

Light Distributions

ODSEL

15 degree 24 degree

36 degree 48 degree

60 degree

Light
FluxPower

Product
ID

6103-119 20.0W 1950LM

Weight

1600gr
6103-130 31.0W 3200LM 1600gr

6103-140 36.0W 3700LM 1700gr

250mm

210mm



6501 Series Track Luminaire

Features

• 50.000 hrs L70 performance 

• Flicker-free

• Tri-phase selectable rail 

connector

• Aluminum body

• Up to %50 energy saving

• 220-240V input voltage

• Active PFC >0.9 and THD < %10

with input filtering circuits

• EN60598 compliant

• 3000K, 4000K, 6500K, CRI >80

Applications

• Accent lighting

Options

• 2700K, 3000K 90CRI,

• Custom paint based on 

customer RAL color code

IK05 IP40 850°C

Dimensions

Light Distributions

ODSEL

Light
FluxPower

Product
ID Weight

6501-125 25.0W 3000LM 600gr



6101 Series Track Luminaire

Features

• 50.000 hrs L70 performance

• Flicker-free

• Tri-phase selectable rail

connector

• 15, 24, 36, 48, 60 beam angle

anodized aluminum reflector

• Tempered glass

• Up to %50 energy saving

• 220-240V input voltage

• Active PFC >0.9 and THD < %10

with input filtering circuits

• EN60598 compliant

• 3000K, 4000K, 6500K, CRI >80

Applications

• Accent lighting

Options

• 2700K, 3000K 90CRI,

Pure White

• Custom paint based on

customer RAL color code

• DALI

IK05 IP40 850°C

Dimensions

Light Distributions

ODSEL

15 degree 24 degree

36 degree 48 degree

60 degree

Light
FluxPower

Product
ID

6101-119 20.0W 1950LM

Weight

1600gr
6101-130 31.0W 3200LM 1600gr

6101-140 36.0W 3700LM 1700gr

185mm

190mm



6200 Series Mini LED Track Luminaire

Features

• 20.000 hrs L70 performance

• 36 degree beam angle

• Up to %50 energy saving

• 220-240V input voltages

• EN60598 compliant

• 3000K, 5000K CRI >80

Applications

• Accent lighting

Options

• Custom paint based on

customer RAL color code

• Single or Tri-phase track

adaptor

IK05 IP40 650°C

Dimensions

Light Distributions

ODSEL

Light
FluxPower

Product
ID Weight

6200-105 5.0W 350LM 300gr

Front 
Cover

Trans.

125mm

125mm



9301 Series Mini Instep Recessed LED Downlight

Features

• 50.000 hrs L70 performance

• 15, 24, 36, 48, 60 beam angle

anodized aluminum reflector

• Tempered glass

• Up to %50 energy saving

• 220-240V input voltages

• EN60598 compliant

• 3000K, 4000K, 6500K, CRI >80

• Cut-out diameter Ø75mm

Applications

• Accent lighting

Options

• 2700K, 3000K 90CRI,

Pure White

• Custom paint based on

customer RAL color code

• 1hr, 3hrs emergency kit option

• DALI

IK05 IP40 650°C

Dimensions

Light Distributions

ODSEL

Light
FluxPower

Product
ID

9300-110-XXT 10.0W 900LM

Weight

500gr
9300-105 5.0W 350LM 300gr

66mm

83mm

120mm

Front 
Cover

Trans.
Trans.

9300-110-XXF 10.0W 800LM 500gr Opaq.



9300 Series Mini Adjustable Recessed LED Downlight

Features

• 50.000 hrs L70 performance

• 15, 24, 36 beam angle

anodized aluminum reflector

• Tempered glass

• Up to %50 energy saving

• 220-240V input voltages

• EN60598 compliant

• 3000K, 4000K, 6500K, CRI >80

• Cut-out diameter Ø70mm

• 30 degree tiltable

Applications

• Accent lighting

Options

• 2700K, 3000K 90CRI,

Pure White

• Custom paint based on

customer RAL color code

• 1hr, 3hrs emergency kit option

• DALI

IK05 IP40 650°C

Dimensions

Light Distributions

ODSEL

15 degree 24 degree

36 degree

Light
FluxPower

Product
ID

9300-110 10.0W 900LM

Weight

500gr
9300-105 5.0W 350LM 300gr

70mm

82mm

65mm



9717 Series Mini Square Adjustable Recessed LED Downlight

Features

• 50.000 hrs L70 performance 

• 15, 24, 36 beam angle

anodized aluminum reflector

• PMMA transparent front cover

• Up to %50 energy saving

• 220-240V input voltage

• EN60598 compliant

• 3000K, 4000K, 6500K, CRI >80 

• 30 degree tiltable

• Cut-out size 100x100mm,

185x100mm, 2

60x100mm

Applications

• Accent lighting

Options

• 2700K, 3000K 90CRI,

 Pure White

• Pure frame version

• Custom paint based on 

customer RAL color code

• 1hr, 3hrs emergency kit option

• DALI

IK05 IP40 850°C

Dimensions

Light Distributions

ODSEL

15 degree 24 degree

36 degree

B

A

C

Light
Flux APower

Product
ID

9717-110 10.0W 900LM 120 120

B Weight

600gr

Dimensions

95

C

9717-210 20.0W 1800LM 120 205 1200gr95
9717-310 30.0W 2700LM 120 280 1800gr95



9303 Series Surface Mounted Adjustable Luminaire

Features

• 50.000 hrs L70 performance

• Flicker-free

• 2 axis adjustable

• 15, 24, 36, 48, 60 beam angle

anodized aluminum reflector

• Tempered glass

• Up to %50 energy saving

• 220-240V input voltage

• Active PFC >0.9 and THD < %10

with input filtering circuits

• EN60598 compliant

• 3000K, 4000K, 6500K, CRI >80

Applications

• Accent lighting

Options

• 2700K, 3000K 90CRI,

Pure White

• Custom paint based on

customer RAL color code

• 1hr, 3hrs emergency kit option

• DALI

IK05 IP40 850°C

Dimensions

Light Distributions

ODSEL

15 degree 24 degree

36 degree 48 degree

60 degree

Light
FluxPower

Product
ID

9303-119 20.0W 1950LM

Weight

1600gr
9303-130 300W 2850LM 1600gr

9303-140 40.0W 3700LM 1700gr

9303-110 12.0W 1300LM 1600gr

250mm

210mm



9302 Series Surface Mounted LED Downlight

Features

• 50.000 hrs L70 performance

• Flicker-free

• 15, 24, 36, 48, 60 beam angle

anodized aluminum reflector

• Tempered glass

• Up to %50 energy saving

• 220-240V input voltage

• Active PFC >0.9 and THD < %10

with input filtering circuits

• EN60598 compliant

• 3000K, 4000K, 6500K, CRI >80

Applications

• Accent lighting

Options

• 2700K, 3000K 90CRI,

Pure White

• Custom paint based on

customer RAL color code

IK05 IP40 850°C

Dimensions

Light Distributions

Light
FluxPower

Product
ID

ODSEL

Weight

15 degree 24 degree

36 degree 48 degree

60 degree

9302-110 12.0W 1300LM 1000gr

120mm

150mm



Recessed Luminaires

ODSEL



Recessed Glare Controlled LED Panel

Features

• Double layer diffuser

• 50.000 hrs L70 performance

• Flicker-free

• Steel sheet body

• Up to %50 energy saving

• Active PFC >0.9 and THD < %10

with input filtering circuits

• EN60598 certified

• 3000K, 4000K, 6500K, CRI >80

• Min 50.000 on/off cycles

• 220-240V input voltage

Applications

• Offices, supermarkets, factories

schools

Options

• 2700K, 5700K

• Custom paint based on

customer RAL color code

• 1hr, 3hrs emergency kit option

• DALI

• Plasterboard ceiling

attachments

• Metal Clip-in ceiling

attachments

IK05 IP40 650°C

Dimensions

Light Distributions

Light
Flux A A1Power

Product
ID

ODSEL

B Weight
Dimensions

B1 C

3600-406 29.0W 3300LM 575 575 597 3200gr597 60

3600-409 36.0W 4000LM 575 575 597 3200gr597 60



Recessed Glare Controlled LED Luminaire

Features

• PMMA lens

• 50.000 hrs L70 performance

• Flicker-free

• Steel sheet body

• Up to %50 energy saving

• Active PFC >0.9 and THD < %10 
with input filtering circuits

• EN60598 certified

• 3000K, 4000K, 6500K, CRI >80

• Min 50.000 on/off  cycles

• 220-240V input voltage

Applications

• Offi  ces, supermarkets, factories

schools

Options

• 2700K, 5700K

• Custom paint based on

customer RAL color code

• 1hr, 3hrs emergency kit option

• DALI

• Metal Clip-in ceiling

attachments

Dimensions

ODSEL

Light
FluxPower

Product 
ID B Weight

Dİmensions mm
B1 C

3700-120 20.0W 2900LM 597 1600gr597 34

3700-130 28.0W 4000LM 597 1600gr597 34

IK05 IP40 650°C

Light Distribution



Surface Mounted  Luminaires

ODSEL



2709 Series Trunking LED Luminaire

Features

• Continous linear lighting

• Up to 150lm/W efficiency

• 5 conductor, multi-phase energy

transfer system

• Easy maintenance with LED Mod-

ule+LED Driver gear tray with socket

•Trunking unit length options

1435mm or 2870mm

• Easy phase selection with connec-

tor system

• %50 energy saving

• Aktive PFC >0.9 ve THD < %10

• Aluminum body

• EN60598 compliant

• 3000K, 4000K, 6500K, CRI >80

• Min 50.000 on/off cycles

Uygulamalar

• Supermarket, factories

Opsiyonlar

• 2700K, 5700K

• Emergency battery kit

• Steel suspension cord

• Empty module cover

• DALI

• Custom body color

IK05 IP40 650°C

Light Distributions

Operating 
Temp

Light
Flux A B

Input
Voltage V Power PFC

Life
Hrs

Product
ID

2709-180-MR1 220-240V 35W 0.95 50.000 5C  +45C 4450LM 1435 70

2709-180-AS1 220-240V 35W 0.95 50.000 5C  +45C 4450LM 1435 70

58

58

C Weight

3500gr

3500gr

Dimensions

2709-181-MR1 220-240V 34W 0.95 60.000 5C  +45C 5100LM 1435 70

2709-181-AS1 220-240V 34W 0.95 60.000 5C  +45C 5100LM 1435 70

58

58

3500gr

3500gr

Light
Distr.

Sym. Aisle

Asym. Aisle

Sym. Aisle

Asym. Aisle

2709-180-060 220-240V 35W 0.95 50.000 5C  +45C 4250LM 1435 70

2709-180-090 220-240V 35W 0.95 50.000 5C  +45C 4250LM 1435 70

58

58

3500gr

3500gr

60 Degree

90 Degree

2709-181-060 220-240V 34W 0.95 60.000 5C  +45C 4900LM 1435 70

2709-181-090 220-240V 34W 0.95 60.000 5C  +45C 4900LM 1435 70

58

58

3500gr

3500gr

60 Degree

90 Degree

2709-254-MR1 220-240V 59W 0.95 50.000 5C  +45C 6800LM 1435 70

2709-254-AS1 220-240V 59W 0.95 50.000 5C  +45C 6800LM 1435 70

58

58

3500gr

3500gr

2709-255-MR1 220-240V 58W 0.95 60.000 5C  +45C 7700LM 1435 70

2709-255-AS1 220-240V 58W 0.95 60.000 5C  +45C 7700LM 1435 70

58

58

3500gr

3500gr

Sym. Aisle

Asym. Aisle

Sym. Aisle

Asym. Aisle

2709-254-060 220-240V 59W 0.95 50.000 5C  +45C 6500LM 1435 70

2709-254-090 220-240V 59W 0.95 50.000 5C  +45C 6500LM 1435 70

58

58

3500gr

3500gr

60 Degree

90 Degree

2709-255-060 220-240V 58W 0.95 60.000 5C  +45C 7400LM 1435 70

2709-255-090 220-240V 58W 0.95 60.000 5C  +45C 7400LM 1435 70

58

58

3500gr

3500gr

60 Degree

90 Degree

60 Degree 90 Degree

Sym. Aisle Asym. Aisle

Dimensions

A

C

B

ODSEL



LED Bar

Features

• Continuous linear lighting

• Up to %50 energy saving

• Aluminum body

• Shock proof PC front cover

• EN62031 certified

• 3000K, 4000K, 6500K, CRI >80

• Min 50.000 on/off cycles

• 24V operating voltage, 20-28V

wide input range

Applications

• Undershelf lighting, cove lighting

Options

• 2700K, 5700K, meat color

• Custom lenghts

DS-DU series 75mm multiples

Dimensions

Light Distributions

ODSEL

C

B

IK08 IP40 850°C
Class 
   III

Operating 
Temp.

Light
Flux B

Input
Voltage

Life
Hours

Product
ID C Weight

Dimension
Power

DS Series 24V 16.6W/m 50.000 -30C  +45C 1575LM/m 20

DU Series 24V 6.4W/m 50.000 -30C  +45C 640LM/m 20

20

20

265gr/m

265gr/m





Micro Linear LED Luminaire

Features

• Seamless continuous linear 

lighting

• Slim design 24mm width, 35mm 

height

• Up to %50 energy saving

• Monolith co-extrusion PC body

• EN60598 compliant

• 3000K, 4000K, 6500K, CRI >80

• Min 50.000 on/off cycles

Applications

• Shelf lighting, cove lighting

Options

• 2700K, 5700K

• Magnet mounting clip

• Suspension cords

• Fixed input cable

IK08 IP40 850°C

Dimensions

Light Distributions

Operating 
Temp.

Light
Flux A B

Input
Voltage V Power PFC

Life
Hrs

Product
ID

1502-114 220-240V 9.5W 0.90 40.000 -5C  +45C 1050LM 545 24

1502-121 220-240V 13W 0.90 40.000 -5C  +45C 1400LM 845 24

ODSEL

A

C

B

35

35

C Weight

150gr

250gr

Dimensions

1502-128 220-240V 16W 0.95 40.000 -5C  +45C 1850LM 1145 24

1502-135 220-240V 19W 0.95 40.000 -5C  +45C 2000LM 1445 24

35

35

350gr

420gr



Recessed Glare Controlled LED Panel + Surface Mount Frame

Features

• UGR < 16, double layer prism + 

diffuser

• 50.000 hrs L70 performance 

• Flicker-free

• Steel sheet body, high quality matte 

finish

• Up to %50 energy saving

• Active PFC >0.9 and THD < %10

with input filtering circuits

• EN60598 certified

• 3000K, 4000K, 6500K, CRI >80

• Min 50.000 on/off cycles

• 220-240V input voltage

Applications

• Offices, supermarkets, factories

schools

Options

• 2700K, 5700K

• Custom paint based on 

customer RAL color code

• 1hr, 3hrs emergency kit option

• DALI

IK05 IP40 650°C

Dimensions

Light Distributions

Light
Flux APower

Product
ID

ODSEL

B Weight
Dimensions

C
3600-406-SM 29.0W 3300LM 630 630 4000gr70
3600-409-SM 36.0W 4000LM 630 630 4000gr70



Emergency LED Sign

Features

• 220-230V input voltage

• Charging duration 24hrs

• PC body

• 1hr, 3hrs standby options

• 29m viewing distance

• EN60598-2-22 compliant

Applications

• All emergency guidance

application

Sign Options

DimensionsDuration
Weight

Product
ID

1120-108-1 1hr 5W 2800gr

ODSEL

Power

1120-108-3 3hrs 5W 3200gr



Outdoor Luminaires

ODSEL



5011 Series LED Street Luminaire

Features

• Shock proof UV protected PC lens 

• IP66 ingress protection

• 50.000 hrs L70 performance 

• Flicker-free

• Passive cooling with aluminum 

body

• Up to %50 energy saving

• 220-240V input voltage, optional 

6kV surge withstand

• Active PFC >0.95 and THD < %10

with input fi ltering circuits

• EN60598 compliant

• 3000K, 4000K, 6500K, CRI >80

• -20C +45C operating temp.

• Suitable for 45-49mm diameter

console pipes

Applications

• Outdoor lighting, street lighting

Options

• 2700K, 5700K

IK08 IP66 850°C

Dimensions

Light Distributions

Light

FluxPower

Product

ID

ODSEL

Weight

76mm

80mm

5011-026 26.0W 4020LM 950gr

5011-052 52.0W 8040LM 1250gr

296mm

470mm

Length



5001 Series LED Street Luminaire

Features

• Shock proof tempered glass

• IP66 ingress protection

• 50.000 hrs L70 performance

• Flicker-free

• Passive cooling with aluminum

injection body

• Up to %50 energy saving

• 220-240V input voltage, 6kV surge

withstand

• Active PFC >0.95 and THD < %10

with input filtering circuits

• EN60598 compliant

• 3000K, 4000K, 6500K, CRI >80

• -30C +50C operating temp.

• Suitable for 46-55mm diameter

console pipes

Applications

• Outdoor lighting, street lighting

Options

• 2700K, 5700K

IK08 IP66 850°C

Dimensions

Light Distributions

Light
FluxPower

Product
ID

ODSEL

Weight

86mm

559mm

240mm

5001-145 45.0W 5200LM 5420gr
5001-160 60.0W 6700LM 5420gr

5001-175 70.0W 8200LM 5420gr

5001-130 130.0W 16500LM 5420gr

5001-100 100.0W 13000LM 5420gr





5003 Series LED Floodlight

Features

• Shock proof tempered glass 

• IP66 ingress protection

• 50.000 hrs L70 performance 

• Passive cooling with aluminum 

injection body

• Up to %50 energy saving

• 220-240V input voltage, 6kV surge 

withstand

• Active PFC >0.95 and THD < %10

with input filtering circuits

• EN60598 certified

• 3000K, 4000K, 6000K, CRI >80

• -30C +50C operating temp.

Applications

• Facade lighting, area lighting

Options

• 2700K, 5700K

IK08 IP66 850°C

Dimensions

Light Distributions

Light
FluxPower

Product
ID

ODSEL

Weight
5003-145-XXF 45.0W 5200LM 4750gr
5003-160-XXF 60.0W 6500LM 4750gr

5003-175-XXF 70.0W 8000LM 4750gr

5003-145-XXT 45.0W 5700LM 4750gr
5003-160-XXT 60.0W 7100LM 4750gr

5003-175-XXT 70.0W 8800LM 4750gr

60 Degree

120 Degree

60 Degree

60 Degree

120 Degree
120 Degree

5003-130-XXF 130.0W 16500LM 4750gr 60 Degree

5003-100-XXT 100.0W 14000LM 4750gr 120 Degree

5003-100-XXF 100.0W 13000LM 4750gr 60 Degree

5003-130-XXT 130.0W 18000LM 4750gr 120 Degree

Light Distribution

5003-XXX-XXF-060 5003-XXX-XXT



5004 Series LED Floodlight

Features

• Shock proof tempered glass 

• IP66 ingress protection

• 50.000 hrs L70 performance 

• Passive cooling with aluminum 

injection body

• Up to %50 energy saving

• 220-240V input voltage, 6kV surge 

withstand

• Active PFC >0.95 and THD < %10

with input filtering circuits

• EN60598 certified

• 3000K, 4000K, 6500K, CRI >80

• -30C +50C operating temp.

Applications

• Facade lighting, area lighting

Options

• 2700K, 5700K

IK08 IP66 850°C

Light Distributions

Light
FluxPower

Product
ID

ODSEL

Weight
220W 27000LM 9500gr

5004-220-XXF-030

5004-220-XXT

60 Degree

5004-440-XXF-060

5004-440-XXF-030

5004-440-XXT

220W 27000LM 9500gr
220W 30000LM 9500gr

30 Degree

120 Degree
440W 54000LM 19000gr
440W 54000LM 19000gr
440W 60000LM 19000gr

60 Degree

30 Degree

120 Degree

Light Distribution

5004-XXX-XXF 5004-XXX-XXT

5004-XXX-XXF-030



References
Over 1.000.000 LED installation

Shopping malls
Özdilek Afyon, Özdilek Gemlik, Özdilek Kaplıkaya, Özdilek Bursa, Özdilek İzmir, 

Özdilek Yalova, Özdilek Kocaeli, Özdilek Antalya, Özdilek Özlüce, Özdilek Levent 

Anatolium Mall, 365 Mall, Tekira Mall, Tarsu Mall, Teraspark Mall, Carrefour Bursa 

Mall, Carrefour Haramider Mall, Carrefour İzmit Mall

Logistic Centers

DHL, Ceva, Netlog, Ekol, Fasdat

Retail
A101 Marmara 201 Stores, A101 Aegea 63 Stores, A101 Anatolia 52 Stores,

A101 Black Sea 10 Stores, A101 Mediterrania10 Stores Carrefour Supermarkets, 

Şok Supermarkets, Bimeks Stores, 3M Migros Kağıthane, Koçtaş, Casino Groupe 

France, Derimod Stores Dagi Stores

Textile manufacturing
Hugo Boss İzmir, Sanko Gaziantep, Sanko Adıyaman, Menderes Tekstil Denizli, 

Aydın Örme Sakarya, Royal Halı Gaziantep, Angora Halı Gaziantep, Sırma Halı

Gaziantep, İmka İplik Çorlu, Dagi Giyim İstanbul, Boyteks Bursa, Öztaş Çorap

Automotive industry
Autoliv Gebze1, Autoliv Gebze2, Bosch Bursa, Standart Profil Düzce, Maysan

Mando, Yarış Oto, Avek Otomotiv, ALJ Otomotiv, Otokoç, Tofaş

Food processing
Dr.Oetker, Ülker Kellogg, Coca Cola Bursa, Coca Cola Ankara, Tat Makarna İzmir, 

Sibaş Gıda Aydın, Pakmaya Kocaeli, Eriş Un

Pharmaceutical industry
Novartis Gebze, Novamed Antalya, Abdi İbrahim, Bilim İlaç

Heavy industry
Tüpraş RUP Facility, Batıçim Cement, Brisa, Wagner Cable Antalya, Tetra Pak İz

Others
DHL Express, Antalya Airport, Zagreb Airport, TAV İzmir Airport, Estram, Burulaş 

İzmir Economy University, ASFA Schools, Ege University Swissotel İzmir, Calista 

Hotel Antalya Bayındır Hospital Kavaklıdere, Bayındır Hospital İçerenköy, Şifa

Hospital Turkcell Call Center, T.C. Şehir ve Çevrecilik Bakanlığı

Resim 1 Resim 2

ODSEL



odsel.com.tr

Factory

Evrenos Mahallesi Evranos Küme Evleri No:88 

Yunus Emre / Manisa

+90 236 214 06 30

+90 236 233 31 52

ODSEL Elektronik San Tic A.Ş.

Sales Office

Kasap Sokak

Kılıç Apt No: 13 K:2

Esentepe / Şişli İstanbul Turkey

+90 212 272 63 51

+90 212 356 95 30

ccayci@odsel.com 

www.odsel.com

ODSEL
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